TOTAL SHEET
ROUTE SECTION COUNTY SHEETS NUMBER

FAP 342 531-2.1-1 COOK 10 6

CONTRACT: 60C42

EXIST. 27" STORM SEWER—\

GROOVE. EPOXY TO MEET REQ. OF ASTM C881,
TYPE III, GRADE 3. PRIME GROOVE WITH AN EPOXY
MEETING ASTM €881, TYPE III, GRADE 1.

9 172"

10 -

{ZPOXY NEW WATER .SEAL INTO 2 WIDE SAW CUT

A — 3/4" CHAMFER
5
L - » 6" HOLLOW BULB TYPE NON-METALLIC WATER SEAL
| Ee et S - (6" FROM TOP OF WALL TO TOP OF FOOTING)
& . CUT EXISTING WATER SEAL OFF T
P FLUSH W/ EXISTING WALL
..................... ( % 107-8" 172" PREMOULDED JT. FILLER
S ' >
S CONC. NAILS (FLAT HD. C.S.)
o 1 LONG AT 12 CTS. VERTICAL

DETAIL A-
PROPOSED PLAN

DETAIL A

10'-10 3/4"

DESIGN STRESSES (NEW)

fy= 60,000 psi
~ f’c= 3500 psi
- LOADING HS 20-44

DESIGN STRESSES (EXISTING)

Fs= 20,000 psi

fc= 1000 psl (WINGS)
ve= 75 psi (FOOTING)
N= 10

LOADING H 20-S16

ILLINOIS DEPARTMENT OF
TRANSPORTATION
IL 53

OVER SALT CREEK BRANCH
WINGWALL REPAIR PLAN
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